


V-belt for reliable power transmission and overload protection.The discharge plate is used to switch from the collecting to the mulching function.

Mulching function 

Collecting function

MU-Collect Vario | MU-Collect Vario Hydro 140 160

 Working width (cm) 140 160

External width (cm)  162  182

Max. tractor HP 2200 rpm  40  40

Weight (kg)  223 244 

Number of carbide M-shackle flails 24 28 

Oil volume, l/min  35-70 45-70 

Technical information

MU-COLLECT VARIO
MU-COLLECT HYDRO VARIO

Mulch or collect – 
Decide when you get there 

Everything is possible with the MU-Collect Vario: An exact mulching result, 
a perfectly scarified surface and cleanly collected mulch. 

• Thanks to the easily replaceable scarifying blades, the grass is 
scarified a few millimetres deep to remove weeds and moss. 

• The soil is aerated so that optimal irrigation is ensured. 

• The available working widths of 1.4 and 1.6 m enable efficient 
mulching or scarifying even on larger areas such as sports grounds, 
golf courses or parks.

• A feeder auger brings the mulch material together to ensure 
reliable operation even under high throughput levels. The special 
delivery chute prevents blockages due to material backup or full 
containers.

VERSATILE IN USE, 
A MULTI-TALENT IN LANDSCAPING

THE ALL-ROUNDER 

See the MU-Collect Vario in action here. 
Just scan the QR code to get started.

Sports ground Exact cutting lengths of 2.7 cm are no problem 
thanks to the specially developed short-cut flap and the adjustable 

cutting bar. Optionally, the material can be collected immediately.

Playing fields Public areas such as playing fields require particu-
larly thorough care. Material can either be collected or left on the sur-
face. A discharge plate allows a quick change between collecting the 
mulch and depositing it on the lawn. 

Collecting leaves Cemeteries, streets, parks and green spaces. 
A lot of leaves accumulate in autumn. Thanks to the excellent suction 
effect of the MU-Collect, leaves, acorns, chestnuts and small branches 
are shredded effortlessly and collected cleanly. 

Golf course Whether it be on the tee, the fairway or the apron zone, 
the scarifying blades rotating at 45 m/s specifically cut up the matted 
layer down to the root crown area and thus bring sufficient air to the 
roots. The direct collection of the scarified material in one operation 
protects the surface. 

Cat.1 coupling triangleCat. 0 coupling triangle

Suitable adaptation options for many carrier vehicles

Mounting console for support arms

Driving power: 20 - 40 HP 
Working width:  1.4 - 1.6 m 
Hydraulic output: 30 to 70 l/min

• Vehicle-specific discharge at centre or right 

• Optimal accessibility for fast conversion 
from collecting to mulching function 

• Adjustable Müthing Vario cutting bar available

• The short-cut angle ensures a clean work result 
even with low crop height (optional)

• Infinitely variable height adjustment of working width

ONE MULCHER, 
MANY POSSIBILITIES  

The MU-Collect in year-round use

Scarifying in spring Mulching in summer Collecting leaves in autumn

Telephone +49 (0)2921 3704968 
Email info@muething.com

VIA WHATS APP 
AT +49 (0)171 - 56 57 131!

ARRANGE A DEMONSTRATION APPOINTMENT!

Changing the operating mode is very 
simple. To do so, the respective scari-
fying blades with corresponding spacer 
bushings are installed instead of the 
shackle flails. The loose suspension al-
lows the blades to avoid foreign bodies 
such as stones. With blades rotating 
at 45 m/s, the matted layer in the root 
crown area is actively cut and aerated; 
the result is a long-lasting improvement 
in the soil structure. 

The MU-Vario® system equipped as standard ensures perfect shredding and increas-
es the loading capacity. 

The rotating blades specifically cut and aerate the matted layer in the root crown 
area (top of picture: before scarifying, bottom of picture: after scarifying).


